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used for any purpose other than that for which it is supplied.
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the company.
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APPENDIX 2

PLANTING SCHEDULE |

East Leake Jan 2012

PLANTING SCHEDULE AND SPECIFICATION

TREES SIZE NOTES P1 | P2 | H1 | H2| TOTAL
Acer campestre (Field Maple) | 0.45-0.6m t/s P1 and P2 planted at 2.0m centres 26 | 17 ] 16 | 40 99
Alnus glutinosa (Alder) | 0.45-0.6m t/s 17 17
Betula pendula (Silver Birch) | 0.45-0.6m t/s | H1 and H2 planted at 4 plants per metre 17 17
Populus tremula (Aspen)| 0.45-0.6m t/s in a double staggered row 17 17
Prunus avium (Wild Cherry) | 0.45-0.6m t/s 1319 22
Quercus robur (Oak) | 0.45-0.6m t/s 26 | 35] 2 |3 66
Total Trees and Shrubs 65 | 112| 18 | 43 238
SHRUBS

Corylus avellana (Hazel)| 0.45-0.6m t/s All to be protected with 26 | 17 1 12 | 30 85
Crataegus monogyna (Hawthorn) | 0.45-0.6m t/s " Tubex" tree shelters 26 | 35| 84 (217 362
Sambucus nigra (Elder)| 0.45-0.6m t/s 131 9 6 |10 38
Total Shrubs 65 | 61 | 102[257] 485
TOTAL TREES AND SHRUBS 130| 173] 120 [ 300 723
Protection

Timber Post and Stockproof Wire fencing to be erected around planting area

Programme of Implementation

To be carried out in November-March planting season for bare root stock.
Prior to planting, any areas of compaction to be broken up to a depth of 450mm.

Trees and shrubs to be notch planted.

Maintenance

All planting to be maintained by use of glyphosate to create a 1.0m wide weed free circle around each tree and shrub and a
1.0m wide weed free strip along new hedgerows until canopies close. This will permit rapid establishment.

Two maintenance visits will be carried out per year during the aftercare period, one in spring and one in early summer.

Visits will include weed control (including noxious weeds), litter removal and checking and firming up tree shelters.

Any plants dying during the five-year aftercare period will be replaced with a size and species to be agreed with the Planning
Authority to maintain 100% stocking rate during the aftercare period and to achieve a minimum 90% stocking rate upon final

restoration.

Any plants loosened by frost or wind will be firmed up and any damaged branches will be removed using a sharp pruning knife.

At the end of the aftercare period, or before, should the hedgerow growth warrant it, tree shelters will be removed from the planting.
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Notes:

Area to be concreted

Grassed Area

MOT Type 1 Road

Existing Post + Rail Fence
New Post + Rail Fence
New Security Fence

New Hedgerow / Trees

FloodLight Fitting
Site Levels

Existing Trees

Existing Hedgerow

Proposed Tree and Shrub

Planting

Proposed Hedgerow Planting

Existing Hedgerow Planting

New Trees

1. High security 2.4m high galvanised palisade fence to BS 1722

2. Parking will be within site fenceline

3. Site lighting to be used for pigging operations only

4, Concrete area under piping to drain to receipt hatch catchment area

5. Exact location of electricity cable to be identified prior to undertaken
excavations in the area

DESIGN CRITERIA

This piping system is designed for the following fluids

Chalk Slurry
Maximum working pressure 2000 psi
Working temperature 10%
Design standard ANSI
Hydraulic test pressure 3000 psi

138 bars

207 bars
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Notes:

1. High security 2.4m high galvanised palisade fence to BS 1722
2. Parking will be within site fenceline

3. Site lighting to be used for pigging operations only

4. 1m High Earth Bund

@ Hawthom Hedge

Landscaping Area & Planting Schedule :
Alnus Glutinosa

Betula Pendula

Prunus Avium

Populus Tremula

Quercus Robur

Acer Campestre

Corylus Avellana

Crataegus Monogyna

Reference Drawing :
P1/5021/4 Proposed Site Layout

A June13 Added section c-c TP
Issue  Date Revisions Revidby Chk'd by
Do not scale this print. Drawn by: SG
All work to be carried out in Date: 11.03.13

accordance with contract specification.
Approved by: KON

Date;
Client Dwg. No. Project No.: 993070
Scale: 1:100

Client

N\Mdionds JO\PROECTS\9SG870-Cenex Slurry Pipeine Cleoning Station Design\Logokdnfo\darkeinglogo20. g

Project

Cemex Slurry Pipeline
Cleaning Station Design

Title

Patford Bridge
Section Planning Drawing

A1 Drawing No. Rev

P1/5021/5 )

5-7 Alexandra Road Tel: 44 (0)1442 242200
Hemel Hempstead Fax: 44 (0)1442 214077
Herts HP2 5BS business@bpa.co.uk
United Kingdom www.bpa.co.uk




	Location Plan - P1-5021-1
	Site location Plan P1-5021-2
	P1-5021-3 
	P1-5021-4 
	P1-5021-5 

