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Disclaimer:
This drawing is subject to copyright ©, and is the property
of AT Architects Limited and must not be copied in whole or
in part without their written permission. This drawing should
be read in conjunction with all the appropriate consultants
design drawings, together with any other AT Architects
Limited drawings and the appropriate specification as
issued. No liability will be accepted for any amendments
made to this drawing by third/other parties.

This drawing must not be scaled. The contractor is to report
all dimensional discrepancies, errors or omissions to AT
Architects Limited prior to commencing construction works.
The Contractor should also check and verify all building
levels, site positioning, services, sewers, drains etc. prior to
commencing any works, and notify AT Architects Limited of
any discrepancies or inaccuracies accordingly.
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Extension to Industrial Unit
Drayton Fields Industrial
Estate
Sopwith Way
Daventry
NN11 8EA

A0

Proposed Building
Control

This drawing is for Building
Regulation purposes only.
This is not a Construction
Issue drawing.
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Form New opening through existing
wall

Raised Loading Docks (6)

Proposed Warehouse
Extension

4 500m² (48 438ft²)
FFL +157.5
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New loading bay doors are to be
insulated sectional overhead
doors 3.0 x 4.0m hg. Electrically
operated internally by push
buttons.
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Fork Lift Trucks

Capacity 9, 600 sq.ft
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+155.5

Battery Charging Area
WCWCCln'r

Drivers Rest RoomLobby
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Stub stack fitted with air admittance
valve

Toilets fitted with mechanical
extractors to extract min 30 l/sec

Rest Room fitted with mechanical
extractor to extract min 30 l/sec

Fire escape doors are to be fitted with push bar
opening mechanism. Level landing area formed outside
min 900x900mm clear of door swing. Steps are to have
300mm wide treads and 150mm risers. 50mm dia
galvanised steel KeyClamp handrail/guarding set at
1100mm high to landings and 900mm to flights.
External escape route is to be hard surfaced and
illuminated with emergency lighting.

Boundary Condition Cladding to acheive one hour fire
resistance
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